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Cleaning of low rank coals is desirable for preparation of feed stock for liquefaction of coal. 
In this investigation, the effect of chemical pretreatment on the beneficiation of low rank 
coals was studied. In the first phase of the research, a lignite sample from Texas with an ash 
content of 12.9% was pretreated with sulfurous acid prior to separation. Treated coal was 
subjected to flotation or Liquid-Liquid Extraction (LLE) for further cleaning. A final clean 
coal product of 4.4% ash was obtained with a combustible matter recovery of about 95%. In 
the second phase, a chemically treated low rank coal sample with 3.3% ash was further 
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The raw lignite sample used in the first part of the study was obtained from Amoco 
Company, Napemilk, IL and originated from Martin Lake, Texas. The sample had an ash 
content Of 12.9% and was less than 6.35 mm in particle size. A semi-quantitative 
Spectroscopic analysis on the ashed lignite showed that the ash material contained about 10% 
Ca, 5% Mg and 1 % Na. The Si content was around 2%. The sample was ground to a feed 
Size of -150 pm to be used in the flotation and LLE studies. 

The coal sample used in second part of the study had been pretreated by the Amoco 
oil Company with sulfurous acid and had an ash content of about 3.3% . It is referred as 
Sample No. 2 and had a narrow size distribution of 212x1650 pm. It was wet ground to 
various feed sizes for the flotation or mild oil agglomeration-flotation studies. 

ash rejection during flotation or mild oil agglomeration-flotation studies. This surfactant was 
previously shown to be very selective in the flotation of a low rank coal (Chander et al, 
1993). It was added to the system in an oil-dispersed form. The chemical structure of the 
surfactant is given in Figure 1. 

Methods 

Liquid-Liquid &traction 

A polypropylene/polyethylene block co-polymer surfactant was used to enhance the 

The process of Liquid-Liquid Extraction (LLE) involves selective transfer of 
hydrophobic particles of organic matter from aqueous phase to an emulsion phase. This 
process is especially useful at tine sizes (Hsu and Chander, 1988). The tests were conducted 
in a baffled, 500 ml vessel of standard geometry (Holland and Chapman, 1966). The vessel 
was slightly tapered at the bottom to allow for easy removal of the separated phases. The 
total solution volume in a given test was 400 ml. The slurry contained 1 % solids by weight 
and 15% heptane as the organic phase. Following initial conditioning to wet and disperse the 
lignite, the desired reagents were added and the slurry was conditioned 10 more minutes. 
Heptane was added and the stirring was continued for preset periods of time at a selected 
stirrer speed. Finally, the emulsion phase containing the coal particles was allowed to 
separate out from the aqueous phase containing the mineral matter. Both phases were 
removed from the bottom of the vessel, filtered, dried and analyzed. Practically all the 
heptane was recovered from the emulsion phase during the filtering step. 

Flotation 

A Wemco model 21260-01 flotation machine equipped with a 1 liter cell was used in 
the flotation experiments. The impeller speed was kept constant at lo00 rpm in all the 
flotation tests. The solid concentration was kept constant at 5% when flotation was used 
alone. For the tests where a mild oil agglomeration step was utilized prior to flotation, the 
solid concentration in the flotation cell was determined by the amount of solids in the 
agglomeration stage. The slurry was preconditioned for 3 minutes before any reagent , 

addition. Dodecane and methylisobutylcarbinol (MIBC) were used as the oily collector and 
frother, respectively. The experiments were carried out at the natural pH of the slurry which 
was mostly on the acidic side due to prior acid treatment. The flotation products were dried, 
weighed and analyzed. 

Mild Oil Agglomeration Flotation 

A limited number of tests were performed in which a mild agglomeration stage was 
combined with flotation. This process is referred to as MOAF in this article. In this 
procedure the conditions were chosen such that the coal particles were agglomerated in a 
high shear environment to produce loose agglomerates of about one millimeter in diameter. 
For this purpose dodecane or dodecane-block co-polymer surfactant solution was emulsified 
in a blender for three minutes. A coal slurry of 400 ml of varying solids content was added 
into this solution and the blending was continued for 3 more minutes. This procedure 
produced loose agglomerates of the coal particles. The slurry containing the agglomerates 
was transferred into the flotation cell and flotation tests were carried out by addition of 
frother only. In some cases, dodecane-surfactant mixture was added directly to the coal 
slurry prior to any blending procedure. 
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A 6.0% aqueous solution of SQ, sulfurous acid (H,SO,), was utilized to dissolve the 
cations from the coal structure. The experiments were conducted at different acid 
concentrations and temperatures using a nominal -150 pm feed material. An optimum 
decrease in the ash content was observed at an acid concentration of 1.0% at 5PC. Under 
these conditions the ash content of the lignite sample decreased from 12.9% down to about 
6.5% with a combustible matter recovery of almost 100%. A semi-quantitative 
spectrographic analysis conducted on the as-received and H,S03 treated samples showed that 
there was approximately a ten-fold decrease in the Ca, Mg and Na contents of the lignite 
sample, supporting the reverse extraction of the cations from the carboxylate structure. The 
fact that the Na content also decreased substantially is an important result since sodium is 
known to cause slagging problems in combustion. 

potential measurements in order to determine the effect of chemical treatment on the 
electrokinetic behavior. A Lazer Zee Meter from Pen Kern Inc., New York, was used for 
this purpose. It was observed that the point of zero charge of the as-received sample was 
around a pH of 2.4. This was in a good agreement with the data in the literature (Arnold 
and Aplan, 1989). The point of zero charge decreased with increasing concentration of 
H,SO, and found to be around a pH of 1.8 for an acid concentration of 6.0%. 

sample contact angle measurements were conducted using a method first described by Wei et 
al (1992). In this method a particle was gently placed at the air-water interface and the cross 
sectional areas of both parts of the particle above and below the interface were measured 

1 

Both the as-received and the chemically treated samples were subjected to zeta 

< 

In order to determine the effect of the acid treatment on the floatability of the lignite ( 

In this series of tests, heptane was emulsified with lignite slurry in a standard vessel. 
The lignite particles were extracted in the hydrocarbon to form an emulsion phase. Upon 
completing the transfer of coal particles from aqueous phase into the emulsified heptane 
phase, the mixing was stopped and the phases were allowed to separate. The emulsion 
containing the coal particles was separated from the aqueous phase which contained the 
mineral matter. The LLE experiments were carried out under a variety of test conditions 
with the sulfurous acid treated lignite sample which contained 6.5% The variables tested 
included pH, stirrer speed, mixing time and depressant type and concentration. The best ash 
rejection was obtained at the natural pH value of the sample and at a stirrer speed of 1800 
rpm. The subsequent testing was camed out under these conditions. The result of the 
mixing time experiments are given in Table I .  It can be seen that the ash content of the 
product does not vary appreciably whereas the combustible matter recovery steadily increases 
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with increasing mixing time. 
Sodium silicate and sodium dicarbonate were used as depressants at different 

concentrations to increase the efficiency of separation. In the case of NazSiO, a clean coal 
Product Of 4.6% ash with a combustible matter recovery of 94% was obtained at a NqSiO, 
concentration of 0.13 kg per ton of coal. The results obtained with Na,Cr2Q.2HzO were 
slightly better. A clean coal product of 4.4% ash was obtained with a combustible matter 
recovery of 95% at a NaZCr,0,.2H,0 concentration of 0.25 kg per ton of coal. 

Studies with the H,SO, Treated No. 2 Samule 
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The sample was processed using conventional flotation or mild oil agglomeration 
flotation, MOAF in order to further reduce the ash content. The quality of separation was 
increased in both cases when a block co-polymer surfactant was added into the oily collector. 
The results of these studies are given in the following paragraphs. 

Flotation 

I 

I 

I’ 
i 

The sulfurous acid treated sample was ground to a nominal feed size of -150 pm and 
floated at a natural pH of 2.9. A clean coal product of 2.2% ash was obtained with a 
combustible matter recovery of 70% when the concentration of the oily collector was 4.0 kg 
per ton of coal. The ash content did not change with an increase in the oil concentration up 
to 40 kg per ton of coal. However, the combustible matter recovery slightly increased to 
74%. When 0.8 kg of a block co-polymer surfactant was added into 4.0 kg of oil per ton of 
coal, the combustible matter recovery increased to 87% and the ash content of the clean coal 
was 2.2%. The ash content of the pretreated coal sample could not be reduced to less than 
2.0% when additional flotation studies were performed. Hence, a mild oil agglomeration 
stage was used prior to flotation step. 

Mild Oil Agglomeration Flotation 

Initial MOAF tests were camed out to determine the best particle size for ash 
rejection. The concentration of the oily collector and the surfactant were 250 kg and 8 kg 
per ton of coal, respectively. Three different feed sizes of -150 pm, -60 pm and -38 pm 
were tested in these experiments. The results are given in Table 2. It was observed that a 
clean coal product of 2.0% ash could be obtained with a combustible matter recovery of 85% 
when the nominal feed size was -38 pm. Neither the ash nor the coal recovery was better 
for the other two feed sizes. Hence, subsequent studies were carried out using a feed size of 
-38 pm. In the next set of MOAF tests, sodium hexametaphosphate (calgon) was added into 
the coal slurry to promote dispersion of the coal particles. The collector and the surfactant 
concentrations were kept the same as before. Calgon concentrations of 0.02 kg, 0.1 kg, 0.5 
kg and 2.0 kg per ton of coal were tested. The results of these tests are given in Table 3. It 
can be seen that addition of the dispersant improved the separation appreciably. A clean coal 
product of 1.94% ash could be obtained with a coal recovery of 92% when 0.5 kg of calgon 
per ton of coal was added. In order to determine the effect of the block co-polymer 
surfactant, the concentration of the surfactant was varied keeping the oil concentration 
constant at 250 kg per ton of coal. The amount of surfactant used was 0, 2, 8, 8 and 25 kg 
per ton of coal, respectively. The results are given in Table 4. It was observed that 
increasing the amount of the surfactant in the system decreased the ash content while 
increasing the combustible matter recovery. The surfactant amount of 25 kg per ton of coal 
resulted in a better product. In another set of experiments the oil to surfactant ratio was kept 
constant at 10. The oil amounts in these tests were 125, 250 and 500 kg per ton of coal. 
The ash contents and the combustible matter recoveries for these tests are given in Table 5. 

In the above tests the emulsification of oil-surfactant solution was carried out in the 
presence of the coal slurry. A different set of experiments was conducted where the oil- 
surfactant solution was emulsified for 3 minutes prior to the addition of the coal slurry in 
order to reduce the amount of surfactant and oil used in the process. The coal slurry was 
added to this emulsified phase and the agglomeration was initiated. The experiments were 
carried out using the same oil to surfactant ratio of 48. The oil amounts employed in this set 
were 48, 96 and 192 kg per ton of coal. The results of these experiments are given in 
Table 6. It was seen that pre-emulsification decreased the amount of surfactant required for 
separation. A clean coal product of 1.85% ash could be obtained with a coal recovery of 
85% using 192 kg of oily collector with 2 kg of surfactant per ton of coal. 

CONCLUSIONS 

Deep cleaning of lignite samples was investigated using a combination of chemical 
dissolution and physico-chemical separation methods. Sulfurous acid, HzS03, was utilized in 
the dissolution studies. The treated samples were subjected to liquid-liquid extraction, 
flotation and mild agglomeration-flotation separations to further decrease the ash content. 
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The findings of this study can be summarized as follows: 

1. 

2. 

In the absence of sulfurous acid treatment, lignite could not be beneficiated. 

Sulfurous acid leaching was very effective in removing salts of Ca, Mg and Na. A 
clean coal sample of 6.5% ash was obtained from a raw lignite sample with 12.9% 
ash using a 1.0% solution of sulfurous acid. 

The acid treatment rendered the low rank coal more hydrophobic most probably due 
to some chemical changes at the surface during the dissolution of the cations from the 
carboxylate structure. 

A clean coal product of 4.4% ash was obtained with 95% combustible matter 
recovery from a 12.9% ash lignite sample by a combination of sulfurous acid 
treatment and LLE separation. 

For a second sample prepared by Amoco Oil Company, the ash content of sulfurous 
acid treated coal was reduced from 3.3%'to 1.85% with a combustible matter 
recovery of 85%, using the mild oil agglomeration-flotation method. 

3. 

4. 

5. 

6. Even though large amount of hydrocarbon was used to obtain the clean coal products 
of desirable quality, it was possible to recover and recycle most of it. 
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Table 4. Results of the MOAF tests as a 

Surfactant Ash (%) CMR (%) 

8 kg/T 

25 kgiT 1.96 88 

Table 5 .  Results of the MOAF tests as a 
function of collector concentration at a 
fixed collector to surfactant ratio of 10. 

Collector Ash (5%) CMR (%) 
Concentration 

Table 6. Results of the MOAF tests as a 
function of collector concentration at a 
fixed collector to surfactant ratio of 48'. 

Collector Ash (%) CMR (%) 
Concentration 

192 kgiT 1.85 

* Reagents were Pre-emulsified in a blender 
before addition of coal slurry, 

Figure 1. Structural formula of PPOlPEO block 
co-polymer used in this study 

PO-EO-PO 
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